USB port installation — USB Mini and Micro Logger

VERY IMPORTANT NOTE:

1) Please DO NOT use the Automatic Installation procedure offered by your
Windows Operating System and carefully install it as described here. If you do
not adhere to this, your logger WILL NOT work and a very complicated computer
repair, including removing registry files WILL follow!

2) Also make sure that you have copied the latest fp.exe file from the CD as
instructed in the CD Installation document.

FOR WINDOWS 2000 USERS

1) Connect a USB cable to the preferred USB port on your computer and your
logger. Do not switch on the logger as it will get power through the USB port.
Note that the “Status” and “Memory” LED’s will be flashing green.

2) Your computer will detect the new software and the Install Wizard will appear.
You should see the following screen.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

This wizard helps you install a device diiver far 5
hardware device

To continue, click Next.

< Back Cancel

3) Click on “Next” and then you should see the following screen.

Found New Hardware Wizard
Install Hardware Device Drivers ?.
A device driver is a software program that enables a hardware device to work with
an operating system.

Thiz wizard will complete the installation far this device:;

@ uLoggerSE

A device diiver is a software program that makes a hardware device work. ‘Windows
needs driver files for pour new device. Talocate driver files and complete the
installation click Next.

“what do you want the wizard to do?

i+ Search for a sutable driver for my device (recommended]

" Display a list of the known diivers for this device so that | can choose a specific
driver

< Back I Hewt> I Cancel




4) Select the “Search for a suitable driver for my device” and then click on “Next”.
You should see the following screen.

Found New Hardware Wizard

Locate Driver Files M
WWhere do vou want Windows to search for driver files?

Search for driver files far the following hardware device:

@ uLoggerlSE

The wizard searches for suitable drivers in its driver database on pour computer and in
any of the following optional search locations that pou specify.

To start the search, click Newt. If you are searching on a floppy disk or CO-ROM diive,
inzert the floppy disk or CD before clicking Mest,

Optional search lacations:
™ Floppy disk diives
e
P8

' M\crosoft ‘windows Update

< Back I Next > I Cancel |

5) Under optional search locations, make sure that only “Specify a location” is
ticked and then click on “Next”. You should see the following screen.

Found New Hardware Wizard x|
Inzert the manufacturer's installation disk into the drive oK |
selected, and then click OK.

Cancel

LCopy manufacturer's files from:

ID:\PEIMDDEM\S martink\win2k_x=<P

6) Use the browse button to navigate to and select the folder “C:\Program
Files\FTDI\Drivers” as shown below.

Loak ir: | ‘=3 Drivers j & ﬁ EZ-
[Z History
m Desktop
@ typ Documents
Q My Computer
=5 3% Flopay (]
g Local Disk [C)
[ Program Files
I FTDI
Dirivers
5 @ Compact Dizc [0:]
My Network Places

File name: [Freserme =l Open |
Files of lype: ISetup Infarmation [*.inf] j Cancel |

7) Click on “Open” and you should see the screen below.

Found New Hardware Wizard

Driver Files Search Results o
The wizard has finished searching for driver files for your hardware device

The wizard found a driver for the fallowing device:

@ uLoggerUSE

“windows found a driver for this device. To install the driver Windows faund, click Nest

% cwpragram files\fdidrivers\ftd 2w inf




8) Click on “Next” and you should see the screen below.

Found New Hardware Wizard

Completing the Found New
\Q\ Hardware Wizard
5

\> ulLoggerlSE

Windowes has finished installing the software for this device.

To close this wizard, click Finish.

< Back I Firish I Cangel

9) Click on “Finish” to complete the installation.
10) After installation and with your logger still plugged in, you should see a steady
green on the “Status” LED, indicating that the computer recognizes the logger.

With the USB drivers installed you still have to find out on what communications
port it has been installed. This is normally Com 3, 4 or 5. In order to find out which
one, please do the following.

1) Open the Air Observer Application and click on “Logger”. Select Com3, 4 or 5
and to select one of the ports.

2) Then click on “Logger” again. Then click on “Configure”. If you have selected
the wrong one, you will see an error message. If you have selected the right one,
you will see the following screen:

T =10 x|

Log interval:

|1 seconds

GMT offzet:

|12D minutes

Logger name:

|D5_?53

Send |

AVM V71




3) You have successfully installed your USB Logger!

FOR WINDOWS XP USERS:

1) Connect a USB cable to the preferred USB port on your computer and your
logger. Do not switch on the logger at it will get power from the USB port.

2) Note that the “Status” LED will flash green at this stage.

3) Your computer will detect the new software and the Install Wizard will appear.
You should see the following screen.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

This wizard helps you install software for

uLoggerlSE

(+) 1t your hardware came with an installation CD
2 or floppy disk. insert it now.

‘what do you want the wizard to do?

@nstalthe softwars 2. iy [Eesommended
© Install from a st o specific location [Advanced)

Click Next to continue.

4) Click on “Next” and then you should see the following screen.

Found Mew Hardware Wizard
‘Welcome to the Found New
Hardware Wizard

This wizard helps you install software for

uLoggerlISE

(*) 1 your hardware came with an installation CD
&2 or Hoppy disk. insert it now.

“wihat do you want the wizard to do?

O Install the software automatically [Fecommended)
@instalTrom a st o seeciic losation iAdvancedi

Click Next to continue.

5) Select the “Install from a list or specific location (advanced)” option and click on
“Next”. You should see the following screen.

Found New Hardware Wizard
Please choose your search and installation options. .

() Search for the best driver in these locations.

Use the check boxes below to limit or expand the default search, which includes local
paths and removable media. The best driver found will be installed.

[[] Search removable media (loppy, CO-ROM... ]

Shared Fileshdrivers - Browise

) Don't search. | will chaass the diiver ta install

Chaose this option to select the device driver from a list. “windows does not guarantes that
the driver pou choose wil be the best match for your hatdware.

<Back [ Mew> | [ Cancel




6) Select the “Search for the best driver in these locations”. Also tick the “Include
this location in the search” option. Then click on “Browse”. You should see the
following screen.

Browse For Folder ; g|

Select the folder that contains drivers for your hardware,

® ) PASS ~
# () Pastell4
=l |2 Program Files
1 [ 2) Acrobat 5.0
+ ) Ahead
(3 Ar Ohserver
) AvRack
+ ) Broderbund
# (3 Comman Files
|2 ComPlus Applications
F 2 COMEXAMT
# [ Cyberlink
# () EasyPlan
|2 EasyPlan3
= [ FIOI

To view any subfolders, click a plus sign above.

7) Browse to the C:\Program Files\FTDI\Drivers folder, double click on it and click
“OK”. You should see the following screen.

Found New Hardware Wizard
Please choose your search and installation options.

(%) Search for the best driver in these locations

Use the check boxes below ta limit or expand the default search, which includes local
paths and removable media. The best driver found will be installsd

[ Search removable media (floppy, CD-ROM...]

Include this lpeation in the search:

C:\Program Files\FTD NDrivers w

) Don't seaich. | will choose the driver ta install

Chaoose this option to select the device driver from a list. Windows does not guarantes that
the driver you choose will be the best match far your hardware.

l < Back ][ Mext > ][ Cancel ]

8) Click on “Next” and you will notice the installation taking place and the
following screen should appear after a few seconds.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for:

? uLoggerUSE

Click Finish to close the: wizard




9) Click on “Finish”.
10) After installation and with your logger still plugged in, you should see a steady
green on the “Status” LED, indicating that the computer recognizes the logger.

With the USB drivers installed you still have to find out on what communications
port it has been installed. This is normally Com 3, 4 or 5. In order to find out which
one, please do the following.

1) Open the Air Observer Application and click on “Logger”. Select Com3, 4 or 5
and to select one of the ports.

2) Then click on “Logger” again. Then click on “Configure”. If you have selected
the wrong one, you will see an error message. If you have selected the right one,
you will see the following screen:

Configure the logger

Log interval:

seconds

GMT offzet:

120 minutes

Logger name:

05_763
Send | Cancel |

AVM V7.1

4) You have successfully installed your USB Logger!
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